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EXISTING EQUIPMENT TO BE REMOVED LEGEND

< EXISTING SIGNAL HEAD TO BE REMOVED
VR - EXISTING SERVICE INSTALLATION TO BE REMOVED
@] EXISTING SIGNAL POST AND FOUNDATION TO BE REMOVED
—~=="0 EXISTING ALUMINUM MAST ARM POLE AND FOUNDATION TO BE REMOVED
B B EXISTING CONTROLLER AND FOUNDATION TO BE REMOVED
BN EXISTING HANDHOLE TO BE REMOVED
0 EXISTING PEDESTRIAN SIGNAL HEAD TO BE REMOVED
[©) EXISTING PEDESTRIAN PUSHBUTTON TO BE REMOVED
[>o EMERGENCY VEHICLE LIGHT DETECTOR TO BE REMOVED
Do CONFIRMATION BEACON TO BE REMOVED
] EXISTING HEAVY-DUTY HANDHOLE TO BE REMOVED
—O EXISTING STEEL MAST ARM POLE AND FOUNDATION TO BE REMOVED

TEMPORARY TRAFFIC SIGNAL LEGEND

TEMPORARY TRAFFIC SIGNAL HEAD SPAN WIRE MOUNTED
ORIGINAL LOCATION

TEMPORARY TRAFFIC SIGNAL HEAD SPAN WIRE MOUNTED
SECONDARY LOCATION

TEMPORARY WOOD POLE (CLASS 5 OR BETTER) 45 FOOT (13.7m) MINIMUM
TEMPORARY CONTROLLER CABINET

TEMPORARY SPAN WIRE, TETHER WIRE AND CABLE

TEMPORARY SERVICE INSTALLATION

TEMPORARY PEDESTRIAN SIGNAL HEAD, BRACKET MOUNTED

MICROWAVE VEHICLE SENSOR

PEDESTRIAN PUSHBUTTON DETECTOR
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EMERGENCY VEHICLE LIGHT DETECTOR
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CONFIRMATION BEACON
VEHICLE DETECTOR, INDUCTION LOOP
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G.S. CONDUIT IN TRENCH (T) OR PUSHED (P) '
HANDHOLE
HEAVY DUTY HANDHOLE
cT COMMON TRENCH
—) GUY WIRE
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THE FOLLOWING EXISTING TRAFFIC SIGNAL EQUIPMENT SHALL BE REMOVED BY
THE CONTRACTOR AND SHALL REMAIN THE PROPERTY OF THE AGENCY LISTED
BELOW. THE CONTRACTOR SHALL SAFELY STORE AND ARRANGE FOR PICK UP
OF ALL EQUIPMENT TO BE RETURNED TO THE LISTED AGENCY AS PER THE
TRAFFIC SIGNAL SPECIFICATIONS.

AGENCY:  VILLAGE OF ANTIOCH

2 EACH LIGHT DETECTOR
1 EACH LIGHT DETECTOR AMPLIFIER

THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR AND SHALL BE
DISPOSED OF BY THEM OUTSIDE THE RIGHT-OF-WAY AT THEIR EXPENSE. THE
SALVAGE VALUE OF THE REMOVED EQUIPMENT SHALL BE REFLECTED IN THE
CONTRACT BID PRICE.

IN KIND. ALL DAMAGE TO MOWED LAWNS SHALL BE REPL

RESPECTIVELY.

| RESTORATION OF WORK AREA. RESTORATION OF THE TRAFFIC SIGNAL
WORK AREA SHALL BE INCIDENTAL TO THE RELATED PAY ITEM SUCH AS
FOUNDATION, CONDUIT, HANDHOLE, TRENCH AND BACKFILL, ETC., AND NO
EXTRA COMPENSATION SHALL BE ALLOWED. ALL ROADWAY SURFACES SUCH
AS SHOULDERS, MEDIAN, SIDEWALKS, PAVEMENT ETC. SHALL BE REPLACED

APPROVED SOD, AND ALL DAMAGE TO UNMOWED FIELDS SHALL BE SEEDED
IN ACCORDANCE WITH STANDARD SPECIFICATIONS 252 AND 250

EACH CONTROLLER AND CABINET (COMPLETE)
EACH ALUMINUM MAST ARM ASSEMBLY AND POLE
EACH TRAFFIC SIGNAL BACKPLATE

EACH SIGNAL HEAD, 1-FACE

EACH MAST ARM ASSEMBLY AND POLE

EACH SIGNAL HEAD, 2-FACE

EACH TRAFFIC SIGNAL POST

EACH SERVICE INSTALLATION
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_A—— CONSTRUCT PERMANENT HANDHOLES
AND CONDUITS UNDER RAILROAD TRACKS

A GRAEF, ANHALT, SCHLOEMER

TS-06

ILLINOIS DEPARTMENT OF TRANSPORTATION

REVISIONS
NAME

TEMPORARY
TRAFFIC SIGNAL INSTALLATION PLAN
ILL. ROUTE 83 (MAIN ST.) AND GRASS LAKE ROAD

& ASSOCIATES, INC.

GRAEF CHICAGO, ILLINOIS
ANHALT 773 399-0112
SCHLOEMER SCALE: 120" DRAWN BY: RV

and Associoles Inc.

DESIGNED B8Y: RS
CHECKED BY: AZ

DATE: 1730709




